
INSTALLATION 
INSTRUCTIONS 

FOR 16602 
2001- BMW M3 E46 3.2L 1-6 

RESONATOR ASSY 

~ 
2.50" CLAMP b !; 2.50" CLAMP 

Stt!p 1: (Carefully read all 
instructions before installation) 
Di&coanect the vehicle's baamy bafure 1'CllllOva1 of 
1he OEM mhaust systmi. This will allow 1he 
coo:q,umrto 1'met itselfwidl the new systrm, and 
JRVCDt e1ectric:a1 accidmds. Besio mnova1 of OEM 
emmst sylllmD. byftlllOVing 1he OBM fiultmm 
located at the 2-bolt flanp. Do not discard the 
OEM mtmen, u 1hey will be nmed to momd: 1he 
new sys1aD. RanCJve all of the TCIDabring &s1mms 
fi:om the IDOllldiDg bracb1s and mabnces that 
cmnect or mount the systan, the remove 1he 
emmst assaublies. Remove the mufflar IIIICmlbly 
by unbolting 1he lump bncbts :&:um 1he fiamc. 
Tab note of the positicm of eadl bm:bt 1br 
reimta1Jation wi1h the new llll1flk'll' and pipes. 
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TAILPIPE 
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Stt!p 2: Womng in a front to rear &sbion, inslal1 
1he new resonator usembly by rmsing 1he OEM 
mstman. Leave all mslmml loose 1br final 
aquslmcm of1he CXllDp1ete systan. Using two of1he 
npplied 2.so• cJampa, iD8lal1 the Tm-X mJIIIIOWI' 

usembly. ID81a11 the TGID&Dring cunponeots u 
shown in a similar fiulbiClll UBing 1he BUpplied 
clamps and OEM filslmm. Whm ina11ingthe 
mufllc:r usanbly, install 1he OEM hanp 1ncbls 
on the new mufflar and llll1ffler inlet pipe, dim 
install the muffler Clll the vmcJe. 
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W.,...: W,,.,. Mri11re on, ..... or tl1'0llllll -,,wMdeam:lae 
cation. p,-allow • .,.~..,,_,,.,.,.,,,cool,,.,,,. 

RESONATOR ASSY 

,-ow,1, aa alulut.,.,_ taprratrnr..,c:mn.,,,...,,.,, 
J/Mril1rewltluMt a liJt. ,.,,_,,. ,,,,,,.,,JtwMde lllllllllalforcorrw:t 
1Vtbwapecl/lcatl,o,u.4lwt1Jw,._,,.aqf,ty,,_..flllll,,,.,.aaqfe 
wont,,,_ &riou bpryordM,tloollldODClll'l/at/foly....,,. 
tn IIOlfollowd. 

[6] 2.50" CLAMPS~ 
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Step 3: With all components mounted 
loosely, adjust the system for overall 
aesthetics and cleanmce of :frame & 
bodywork. (MAGNAFLOW recommends 
at least 1/2" of cleanmce between the 
exhaust system and any body panels to 
prevent heat-related body damage or fire.) 

Step 4: Once a final position has been 
chosen for the new system, evenly tighten 
all fasteners from front to rear. The 
supplied band clamps must be VERY tight 
to properly align the pipes and prevent 
leaks (Approximately 40ft-lbs). Inspect all 
fasteners after 25-50 miles of operation 
and retighten if necessary. 

Tedmical apport: l-800-959-9226 at. 4500 

16602 11 /22/13 REV 001 

MAGNAFLOW Performance Exhaust - 22961 Arroyo Vista - Rancho Santa 
Margarita, CA 92688 


